NOTES

. Plates shall conform to ASTM A36M, A-36, except as noted.

2. In lieu of the forque requirements for high strength
bolts, cap screws shall be tightened by the turn-of-nut
method 1/3 +turn from snug tight condition. No washer
will be required.

3. Handhole shall be located on downstream side of
traffic unless otherwise noted on the plans.
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Round tapered steel arm 165 mm minimum 0D at pole and
Thickness = 4.55 mm
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Luminaire arm

Mounting height = 12.2 m

Handhole @l
(far side) '
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¢ Pole Threads (per inch)
Size (mm)
See Detall A
25 x 7
Backing ring.
f Tack weld
3
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This detail shall be used for
2 ply poles.
= ELEVATION ELEVATION

Round tapered steel pole 152 mm x 273 mm Min 0D x 10.7 m
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¢ Pole
‘0#" / Bar 60 mm x 10 mm x 180 mm

Provide removable
raintight cap

19-10 NC x 64 mm long

HS cap screws-total4. 25 +
Tap pole plate 25 ‘

oy N .
60 mm # hole. P Fes 1ypica
Chased edges for P .
electrical conductors i 89 Typicd 1
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DETAIL A 7\
Metal sleeve at

HIGH STRENGTH CAP SCREWS each weld joint

41 mm ¢ hale for 38 mm ¢
anchor bolts, fotal 4
Hole Dia = pole inside Dia minus 50 mm

4.55 mm Thickness

Pole oufside

BC = 375 dia plus 2 mm

Base plate

368 x 38 x 3684/

PLAN
ALTERNATIVE BASE PLATE DETAILS
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LIGHTING STANDARDS
TYPE 32

NO SCALE

ALL DIMENSIONS ARE IN
MILLIMETERS UNLESS OTHERWISE SHOWN

38 mm ¢ x 1372 mm x 150 mm
Anchor bolts
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